
Installation Instructions
Thank you for purchasing the TwistLock Beverage Locking System! Installing your new TwistLock 
Locking Base is easy. Simply attach the base to any fl at surface (following the instructions below), 
then lock in your TwistLock Canteen, Can Cooler, or Tumbler with a simple twist of the wrist and 
never spill your drink again!

You may attach the TwistLock base using the included double-sided adhesive squares, and/or with 
the included self-tapping screws. *Note that instructions provided are for the Flat Mount and Mini Disc 
Locking Bases. Number of adhesive squares and screws will vary based on model.

The adhesive squares are waterproof and will provide a reliable attachment for most normal uses. For 
more extreme conditions, we recommend attaching the TwistLock base with the enclosed self-
tapping screws. 

•Installing the TwistLock base with the adhesive squares:

o Step 1: Thoroughly clean and dry the surface to which you’d like to mount your
TwistLock base (rubbing alcohol works best for cleaning most surfaces).

o Step 2: Remove the protective backing from one side of the adhesive squares.

o Step 3: Adhere the exposed side to the corresponding recessed squares on the bottom
of the base and press fi rmly to ensure full contact (see fi gures 1 and 2).

o Step 4: Once all adhesive squares are in place, remove the protective fi lm from the
other side of the squares as shown in fi gure 3.

o Step 5: Position the base in the desired installation location and press fi rmly down so the
adhesive squares make full contact with the mounting surface as shown in fi gure 4.

o NOTE: For best results, clamp or weight the TwistLock base to the mounting surface and
allow the adhesive squares to set for at least 2 hours prior to using.

•Installing the TwistLock base with the self-tapping screws: Using the self-tapping screws provided
with your TwistLock Locking Base is the recommended installation method for more turbulent
activities, where possible.

o Step 1: Position the TwistLock base in your desired mounting location.

o Step 2: Using a Phillips head screwdriver or screw gun, screw the self-tapping screws
through the pre-drilled holes in the base and into the mounting surface. Tighten screws
fi rmly but DO NOT OVERTIGHTEN. (see fi gure 5)

o NOTE: For an even stronger hold, we recommend attaching the TwistLock base to the
desired location with the self-tapping screws AND adhesive squares.

(Continued on Reverse Side)



Installation Figures

Figure 1: Attach squares to the 
bottom of the base

Figure 2: Press down fi rmly on each 
square to ensure full contact

Figure 3: Remove protective fi lm from 
the reverse side of squares

Figure 4: Position base, press down 
and apply pressure

Figure 5: For a stronger hold, use self-
tapping screws

Sip, twist, go, and never spill your drink 
again!

*Note that instructions provided are for the Flat Mount and Mini Disc Locking Bases. Number of adhesive 
squares and screws will vary based on model.


